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MANUFACTURERS OF QUALITY EQUIPMENT

EARTH MOVING &
LEVELLING SCRAPERS
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www.hwmaxi.com




STEEL

HYDRAULIC . 7 Wfﬁ’“mm "
PIPEWORK AR/
Scraper is fitted with

heavy duty steel

pipework where possible,
giving it a long lasting
and durable lifetime.

FLOTATION TYRES

With a tractor grip and a

16 ply rating, the tyres

are wider to sit on top of
the ground when the soil

is soft and also help handle
the heavy work.

CUTTING EDGES AND BLADES
These are all made from a 500 grade wear alloy minimising wear
and maximising cutting capability. This comes standard on all
models and helps you to get a full load with ease using less horse
power. (Other blade options available).
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-& A D6000 stockpiling topsoil from a cowshed
foundation.

- A D4000 being towed by a 100hp tractor to
spread soil over a horse track.
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DRAWBAR SCRAPERS

The draw bar model connects to the fixed tow
hitch in the centre of the tractor, the depth

DOWN PRESSURE RAMS and height is controlled by the lift rams on the
Excellent for putting pressure SAFETY CHAIN scraper. You can have GPS/laser control fitted if
down on the cutting edge allowing Ensures your scraper is safe for desired. All draw bar models can also be fitted
you to easily cut into hard clay. towing along the road.

with optional extras like brakes, rippers, lights
etc.
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. SEQUENCE ~=\\ Bl ADE

AND GPS ' VALVE

SYSTEMS |, Youcan CUTTERS
Equip your double up . Bottom wings
scraper with the h.ydraullc to increase
laser or GPS to functions to cutting and
ensure you c.reate reduce the spreading
those levels with amount of .
- ease. width.
i services needed.
PUSH BAR
TAIL : To protect against LEVEL
tyre damage
LIGHTS . fromany \ INDICATOR
Tail lights are /! . push loading =\ A simple way of
recommended \ - machinery. \ keeping an eye
for taking your k p on the angle of
scraper along PUSH ! | the blade
the road.
ROLLER
To allow easy

push loading by
other machinery.

BRAKES
Having separate
brakes on your
scrapers can

DOUBLE TAILGATE
TILT AXLE EXTENSION

N\ Get your job To hold the

be very handy v done faster Ioa_d and stop
Y * when you | with a double spillage.
‘ ' need to slow ' tilt axle. A
down with double tilt
a full load or axle allows you

to cut into the
hillside from both
sides of the scraper.

when working
on steep terrain.
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Standard
Cutting
Width

2m 2m
2m 2m
24m 2.4m
2.65m 2.65m
2,65m 2.65m
3m 3m
3.6m  3.6m
1.8m 2m
2.25m 2.4m
24m 2.7m
24m 2.7m
2.75m 3.1m
3.3m 3.6m
2.25m 2.4m
24m 2.7m
24m 2.7m

Machine Machine Machine
Width Height Length
1.8m 0.9m 4.2m

1.1m

1.4m

1.4m

1.5m

1.8m

1.8m

1.8m

1.6m

1.7m

1.7m

1.8m

1.8m

1.9m

1.7m

1.9m

2m

5.2m

5.2m

5.4m

5.9m

5.9m

m

7.5m

5.2m

5.7m

6.3m

6.3m

m

7.5m

5.7m

6.3m

6.3m
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Machine Tyres
Weight

800kg

1800kg

2000kg

2500kg

3000kg

3500kg

5000kg

6000kg

2400kg

2900kg

3500kg

4000kg

5000kg

6500kg

2900kg

3500kg

4000kg

11.5/80-15.3

11.5/80-15.3

11.5/80-15.3

400/60-15.5

405/70-20

550/60-22.5

700/50-26.5

750/50-26.5

11.5/80-15.3

400/60-15.3

550/60-22.5

550/60-22.5

700/50-26.5

750/50-26.5

400/60-15.3

550/60-22.5

550/60-22.5

Hydro
Banks
Require

1 set

23

34

3-4

34

34

3.4

34

34
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Hitch Styles

Linkage
arm

Linkage
arm

Linkage
arm

Linkage
arm

Linkage
arm

Linkage
arm

Linkage
arm

Linkage
arm

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar

Fixed
Drawbar



